P3 All Around™ - Load Leveler/Rotator

**Load and unload pallets without stooping, stretching, or walking**
Automatically maintains pallets at a constant level and comfortable working height as layers of boxes are added or removed. Leveling is accomplished by a heavy-duty, reinforced rubber airbag that can handle loads up to 4500 lbs. After airbag charging with shop air is complete, the P3 All Around can be disconnected and moved to any location in the plant. Because the P3 is pneumatic, it can accommodate loads that vary substantially in weight (from 400 - 4500 lbs.) so one unit is versatile enough to work in several areas. A turntable top with easy turning anti-friction bearings allow users to spin loads so they are always working from the near side without having to walk around the unit.

**Features**
- Automatically positions loads between 9-1/2" and 27-3/4"
- Small base allows workers to stand up close to the P3 at any position
- Stable design requires no floor lagging
- Built-in fork pockets facilitate relocation to multiple work areas

**Options:**
- Plastic Cover: Keeps debris from falling through turntable
- Solid Steel Rotator Ring Disc Cover
- Bellows Skirting
- Solid Top: For large/odd-size pallets
- Rectangular or Square Cover
- Ring Lock

<table>
<thead>
<tr>
<th>Model Number</th>
<th>Load Capacity</th>
<th>Raised Height</th>
<th>Lowered Height</th>
<th>Overall Base W x L</th>
<th>Turntable Diameter</th>
<th>Shipping Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>P3-AAA</td>
<td>4500 lbs</td>
<td>27-3/4&quot;</td>
<td>9-1/2&quot;</td>
<td>36 x 36&quot;</td>
<td>43-5/8&quot;</td>
<td>400 lbs</td>
</tr>
</tbody>
</table>

**Accuload™ Positioner**
Operator controlled pneumatic pallet positioner has a 1,500 lb. lifting capacity and 3,000 lb. holding capacity. An integrated 43" solid turntable top allows workers to spin the load so they are always working from the nearest side of the pallet.

**Features**
- Foot control standard
- Optional pedestal control available
- Pressure relief valve standard
- 3/8" x 43" solid rotating platform
- Lifetime warranty on actuator
- Air requirements: 80 psi at 15 cfm
- Custom platforms available

<table>
<thead>
<tr>
<th>Model Number</th>
<th>Load Capacity</th>
<th>Raised Height</th>
<th>Lowered Height</th>
<th>Overall Base W x L</th>
<th>Turntable Diameter</th>
<th>Shipping Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>AL30</td>
<td>3000 lbs</td>
<td>30-1/4&quot;</td>
<td>9-7/8&quot;</td>
<td>24 x 48&quot;</td>
<td>43&quot;</td>
<td>500 lbs</td>
</tr>
</tbody>
</table>

Highlighted models are AIS (Always In Stock) and ship within one week.